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This directive transmits instructions to the RCOCs regarding upload of longitudinal profile data
processed with PROQUAL Version 2.07 software to the Information Management System
(IMS), as per instructions previously provided in LTPP Monitoring Directive P-18: Upgrade of
PROQUAL Software to Version 2.07.  This directive should be immediately implemented by the
RCOCs to facilitate upload of all processed longitudinal profile data by the scheduled deadline. 
All necessary SQL scripts have already been transmitted to you.  The recommended procedure to
accomplish this task is as follows:

1. Run SQL script pr103196.sql, which will create a pr103196.lis list file containing all the
key fields for records from the existing MON_PROFILE_MASTER table where the
LOAD_DATE > October 31,1996.  This date -- October 31, 1996 -- corresponds to the
upload date of profile data into the IMS per Directive P-13, dated September 23, 1996. 
The SQL script was electronically transmitted to you by SAIC on February 23, 1998.

2. Run SQL script upd_prof.sql, which will perform the following updates to the profile
tables:
• It will delete all records from MON_PROFILE_MASTER and

MON_PROFILE_DATA where LOAD_DATE > October 31, 1996.  Please note
that all data filtered into the profile tables after migration to the Windows NT
system needs to be deleted and refiltered into these tables along with other
recently processed profile data.  No exceptions are allowed.

• It will add one additional field, SPIKE_COUNT, to MON_PROFILE_MASTER
and SPIKE_MARKER to MON_PROFILE_DATA, respectively.

• It will populate the SPIKE_MARKER field in MON_PROFILE_DATA and
update the SPIKE_COUNT field in MON_PROFILE_MASTER.  Completion of
this step will restore the spike information generated by the PROQUAL software
which existed prior to migration to the Windows NT system.
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3. Use new profile filter program provided by SAIC to upload processed longitudinal profile
data corresponding to the key fields contained in the list file generated in step one, along
with additional profile upload files generated as per instructions provided in LTPP
Monitoring Directive P-18.

Each step described in this directive should only be performed after successful completion of the
previous step.  Any questions regarding this directive should be submitted to the FHWA
Pavement Performance Division with a copy to the LTPP Technical Support Service Contractor
(TSSC).
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